E LI G N AT U R® Lignatur AG  CH-9104 Waldstatt Tel ++41 (0)71 353 04 10  www.lignatur.ch
Schalldamm-Mass 4329 mm kgim?

Hohlboden 32mm GIFAfloor PGR 132 52
Zementestrich 50 120
Isover Akustic EP 1, s' < 7MN/m? 40 4
LIGNATUR Flachenelement 200 39
mit Schittung 50kg/m? 50

422 265

R, (C:C,) = 74 (-4;-10) dB

(C = Ci00-3150 s Ctr = Cir,100-3150 )

Schallddmm-Mass R [dB]

I ift Rosenheim

90
Rw
C100-3150 -4
Cso-3150 -8
80 C100-5000 -3
Cso-5000 -7
Cir,100-3150 -10
Cir,50-3150 -20
70 Cir,100-5000 -10
Cir 50-5000 -20
60 ; R
[HZ] [dB]
50 32.6
50 63 37.8
80 40.2
100 47.8
40 125 53.3
160 52.9
/ 200 53.7
250 66.9
30 315 715
400 73.4
500 74.5
630 77.2
20 800 78.5
1000 81.7
1250 83.4
1600 84.0
10 2000 85.4
2500 85.3
Frequenz f [Hz] 3150 80.9
o b .. 4000 86.3
63 125 250 500 1000 2000 4000 5000 86.9
Messung:
Datum: 26.03.20
Priufflache:  20.0 m?
Volumen: 62.0 m?

Abweichung:



=LIGNATUR

Lignatur AG  CH-9104 Waldstatt ~ Tel ++41 (0)71 353 04 10

www.lignatur.ch

Norm-Trittschallpegel

4329

=

I—n,w ( CI) =

( Ci = Cy100-2500 )

43 (1) dB

mm  kg/m?
Hohlboden 32mm GIFAfloor PGR 132 52
Zementestrich 50 120
Isover Akustic EP 1, s' < 7MN/m? 40 4
LIGNATUR Flachenelement 200 39
mit Schittung 50kg/m? 50

422 265
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Norm-Trittschallpegel L,, [dB] .if_ = 5
% L |42 420
CI,100-2500 1 2
CI,50-2500 9 9
80 CI,50-250 9 9
70
60 ’\
f L, | L,
[HZ] [dB] = [dB]
50 62.1 | 61.7
50 63 62.6  61.8
\/\ 80 58.4 | 56.9
- 100 55.2 | 55.5
0 \/\ 125 524 533
160 49.0  48.9
200 49.7 @ 50.0
250 435 | 43.1
30 315 412 394
400 419  39.6
500 412  36.9
630 39.6 32.1
20 800 378 | 24.3
1000 36.5 | 18.2
1250 371 | 14.8
1600 34.4 | 10.5
10 — 2000 340 85
2500 284 6.9
3150 20.1 | 13.7
S  Frequenz f[Hz] 4000 17 76
63 125 250 500 1000 2000 4000 5000 8.6 8.0
Messung: 4329
Datum: 26.03.20 26.03.20
Bezugsflache: 10.0 m? 10.0 m?
Volumen: 62.0 m? 62.0 m?

Abweichung:



